
• Uncompromised high-grade dual amplification system for incredible detail
• Aluminum/Beryllium composite (AlBeMET) inverted dome high frequency transducer provides smooth, lightning fast
   transient response
• Extended HF frequencies ideal for use with high sample rate computer audio systems
• Increased cabinet radius edges improve natural diffraction and provide a larger sweet spot
• Attractive new enclosure looks great in any recording environment

FEATURES & BENEFITS

EXPOSÉ
THE EXPOSÉ E8B REPRESENTS THE HEART & SOUL OF KRK ENGINEERING & DESIGN
The KRK Exposé line has long been the go to solution for close-field monitoring by the majority 
of the worlds most respected engineers and producers.The new E8B carries the legacy of KRK's 
Exposé line to new heights. The trademark yellow Kevlar woofer remains intact as do the        
distinctive radiused edges that quickly identify any KRK monitor both in sound and style. The 
radiused edges have been significantly increased resulting in much more natural diffraction and 
a HUGE sweet spot. The B in the E8B stands for Beryllium. The AlBeMET tweeter used on the 
E8B results in even greater transient response as well as high frequencies that go beyond the 
range of human hearing. All of the design elements are contained in a new, highly attractive 
and very rigid cabinet.
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Configuration

System type

Low-Frequency

High-Frequency

Frequency Response

Max Peak SPL

Amplifier Class

Power Output

High Frequency

Low Frequency

Input Impedance (Ohms)

HF Level Adjust

HF Shelf

LF Level Adjust

System Volume

Indicators

Input Connectors:

  XLR

AC Power Input

Enclosure Construction

Finish

Port Configuration

Mounting

Compatable OmniMount

Dimensions (H x W x D)

Weight

2-Way

Active Studio Monitor

8" Dual Layer Kevlar/Rohacell woofer

1" AlBeMET (aluminum/beryllium) inverted dome tweeter

40Hz - 30kHz (+/- 2dB)

115 dB

Class A-B

240W

120W

120W

10 K Ohm balanced

-2dB, -1.5dB, -1dB, -0.5dB, 0dB, +0.5dB, +1.0dB LF 

-2dB, -1.5dB, -1dB, -0.5dB, 0dB, +0.5dB, +1.0dB

-3dB @ 45Hz, -3dB @ 50Hz, -3dB @ 65Hz

(-30dB - +6dB)

Power

Balanced XLR

Selectable 100V, 120V, 230V, 240V (50Hz - 60Hz)

25mm MDF

Black Textured Paint

Front firing slot port

Bottom

120.0 WBX

19.3" (491mm) x 14.6" (370mm) x 14" (355mm)

67 Lbs. (30.4 Kg.)

EXPOSÉ E8B SPECIFICATIONS


